


3.
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Open the hood. Remove the radiator cover
(seven clips and one bolt).

BOLT

CLIPS
(small) (7)

RADIATOR
COVER

Remove the eight clips and four self-tapping
screws that fasten the front bumper. If equipped,
unplug the fog light connectors, remove the front
bumper, and set it on a blanket to install the front
grille trim.

FOG LIGHT
CONNECTOR
CLIP (If equipped.)
(large)
SELF- FRONT
TAPPING BUMPER

CLIPS (6)
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5.

Remove and discard the license plate screw
holders (two screw for each holder).

LICENSE PLATE SCREW HOLDER
(Discard.)

SELF-TAPPING
SCREWS (4)
(Discard.)

FRONT
BUMPER

On the inside of the front bumper, locate the
seven marks. Center-punch each mark.

DRILL
(First drill with a 3 mm bit, and
finish with a 6.5 mm drill bit.)

FRONT S %\ CENTER

PUNCH

CENTER
PUNCH

4

DRILL N
(First drill with a 3 mm
bit, and finish with A

a
10 mm drill bit.)

While wearing eye protection, drill the center
mark to 6.5 mm and drill the remaining six marks
to 10 mm:

e First drill all of the marks with a 3 mm drill bit.
e Dirill the center hole with a 6.5 mm drill bit.

* Drill the remaining outboard holes with a
10 mm drill bit.

* Using a file, remove any burrs from the holes.
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8. Position the front grille trim on the bumper, and
insert the stud from the grille trim into the center
hole in the front bumper.

STUD

FRONT
BUMPER

CENTER
HOLE

9. Install the washer-nut on the end of the stud, then
install one screw with washer through the
remaining six holes and into the front grille trim.
Torque the washer-nut to 9 N-m (7 Ibf-ft).

WASHER-NUT
Torque: 9 N-m
(7 Ibf-ft)

FRONT
BUMPER \ STUD

WASHERS (6)

SCREWS (6)
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10. Reinstall the front bumper and radiator cover. If
equipped, plug in the fog light connectors.

LICENSE
PLATE FRONT
FRONT BUMPER
WASHER- GRILLE TRIM
BOLTS (4)
(supplied)

11. Install the license plate on the front grille trim with
the four washer-bolts supplied.
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