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Position the three brackets B on the underside of
the body, and install the two flange bolts for each
bracket B. Torque all the flange bolts to 27 N-m
(20 Ib-ft).

FLANGE BOLT

Position the three brackets A in the brackets B you
just installed, and install the six flange bolts and
four flange nuts for each bracket A. Torque all the
flange bolts to 27N-m (20 Ib-ft).
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Position the three brackets C in the brackets B,
and install the two flange bolts and two flange
nuts. Do not tighten them yet.
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FLANGE BOLTS (2)
(Install loosely.)

BRACKETB

FLANGE NUTS (2) BRA\CKET C

Insert the six studs of the running board into the
holes in the three brackets C, then install a flange
nut on the end of each stud, but do not tighten the
flange nuts yet.

@ d
BRACKETS C (3) /&

RUNNING
BOARD

FLANGE
NUTS (6)

© 2005 American Honda Motor Co., Inc. - All Rights Reserved.



5. Raisetherunningboardtoalignthe holesinthe
brackets B with the holes in the brackets C. Install
and tighten the two flange bolts and two flange

nuts.
RUNNING
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6. Adjust the rear of the running board, so it’s flush
with the wheel well trim, then tighten the six
flange nuts installed in step 4.

WHEEL
WELL TRIM

RUNNING
BOARD

Align the rem

running board with
the wheel well trim.

7. Tighten all flange bolts installed in step 3.

8. Torque all the flange nuts and bolts to 27 N-m (20
[b-ft).

9. Repeat steps 1 through 8 to install the running
board on the right side.
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