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1. Insert the nine pipes into frame B. Press down on
the button on the end of each pipe, and push the
end into the hole in frame B. Repeat on the other
side.

FRAME B

BUTTON Q

PIPE

FRAME B

FRAME B

2. Slide one flap into the groove of one frame A. This
will be the front of the basket.

FRAME A

FLAP
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Attach one L bracket on each end of the frame A
using one screw for each bracket.

L BRACKET

FRAME A

gj

L BRACKET SCREW

Install L brackets on the other frame A.

Attach frame A to frame B by sliding the L
brackets into each frame B and installing one
screw in each bracket.

SCREW

=

FRAME B

FRAME A

FRAME B
L BRACKET

Attach the remaining frame A to frame B the same
way.

© 2005 American Honda Motor Co., Inc. - All Rights Reserved.



7. Slide four square nuts into each frame B through 9. Position four brackets B to frame B at the

the groove shown. measurement shown, and install two socket bolts
into the two square nuts for each bracket B. Install
the rubber pads into brackets B as shown.

SOCKET
BOLT
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RUBBER
PAD

BRACKET B

8. Position four bracket covers A over the ends of
the frames A and B, then install four bracket
covers B and install self-tapping screws to secure
the covers.

FRAME B

10. Attach one bracket A to each of four brackets B,
using two bolts, two washers and two nuts for
each bracket A. Do not tighten the bolts yet.
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11. Position the luggage basket on the roof rack, with
the flap from frame A facing forward. Attach the
basket to the cross bars by sliding bracket A
around the crossbar and tightening the nuts.
Tighten the nuts evenly.

LUGGAGE BASKET
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