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3.

Remove the base (two bolts). Set the armrest and
the base with bolts aside; they will not be reused.

BOLT

Using a tape measure and a felt-tip pen, measure
and mark the seat-back cover in the area shown.
Cut out the marked area on the seat-back cover
with a utility knife, then go to step 7.

SEAT-BACK
COVER

UTILITY
KNIFE C/Ut-

20f3

Using a felt-tip pen and tape measure, measure
and mark the seat-back cover as shown. Push in
on the mark, and confirm that the mark is
centered over the hole in the seat base.

SEAT-BACK
COVER FELT-TIP

PEN

CENTER OF CIRCLE

tangent to the curved

lines of the seat-back
cover

Using a utility knife, make two 70 mm (3 in.) cuts
in the seat-back cover. Using these 70 mm (3in.)
cuts as a guide, cut out the seat urethane to
expose the seat base.

MARK MADE 70 mm
IN STEP 5 (3in.)
UTILITY
KNIFE

70 mm
(3in.)

Tuck the seat-back
cover under the pin
base (4 sides).

PIN BASE
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10.

11.
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Get the new base from the kit, and position it on
the seat's pin base. Install the two socket bolts.
Torque the socket bolts to 10-12 N-m

(7-9 Ibf-ft).
SOCKET BOLTS PIN
Torque BASE

10-12 N-m (7-9 Ibf-ft)

Insert the armrest into the holes in the base and
push on it until it clicks into position. The white
recessed portion of the push knob should be
visible.

ARMREST

BASE

PUSH
KNOB
WHITE RECESSED
PORTION . h

J

PUSH _ |
KNOB

p
»

PUSH

KNOB

Unlock

Lock
C

Check that the armrest operates properly by
moving it up and down with your hand.

J

To release the armrest, press on the push knob
and pull out on the armrest.

Put the armrest owner's manual in the glove box.
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