




8. Open the hood. Locate the four square holes in the 
hood. Push one grommet nut into each square hole.

9. Slide two brackets A and two brackets B over the lip 
of the hood. Align the hole in the bracket with the 
hole in the grommet nuts, then tape the brackets to 
the hood with masking tape.
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10. Close the hood. Attach a piece of masking tape to 
the hood under each bracket.

11. Using a felt-tip pen, mark the masking tape where 
each bracket will attach. Open the hood, and remove 
the two brackets A and B brackets.

12. Using an alcohol pad from the kit, clean the area 
where the four protection tapes will attach. Attach 
the four protective tapes around the front edge of 
the hood starting at the four marked locations on the 
masking tape.
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13. Reinstall the two brackets A and two brackets B on 
the hood over the protective tapes, and install the 
four 5 x 9 mm truss screws. Push each bracket 
against the hood while you install the screws. 
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14. Position the air deflector on the hood, and attach the 
air deflector to the brackets A and C using the four 
clips and two plain washers.

15. Align the holes in the air deflector over the two 
brackets B, and install the two screws and two 
collars. Tighten the screws securely. Check that the 
edges of the air deflector moldings of the is tucked 
properly.

6303093Y 

HOOD

BRACKETS B (2)

BRACKETS A (2)

MOLDING

6 x 11 mm 
SCREWS (2) 

INCORRECTOK
AIR DEFLECTOR

MOLDING

AIR 
DEFLECTOR

CLIPS (4)

AIR 
DEFLECTOR

COLLARS (2)

CLIPS (2)

AIR DEFLECTOR

PLAIN WASHERS (2)

BRACKETS C (2) 
(IDENTIFICATION
 MARK “C-L” and
 “C-R”)

BRACKETS C (2) 
(IDENTIFICATION
 MARK “C-L” or “C-R”)

PLAIN
WASHERS
 (2)
 (0609) © 2006 American Honda Motor Co., Inc. – All Rights Reserved


	AIR DEFLECTOR
	PARTS LIST
	TOOLS AND SUPPLIES REQUIRED
	INSTALLATION 
	<TABLE>


