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INSTALLATION
INSTRUCTIONS

Accessory Application Publications No.

Issue Date

FEB 2005

2005 ODYSSEYGOLD EMBLEM KIT

08F20-SHJ-1000-91

PARTS LIST

Gold Emblem kit (sold separately):
P/N 08F20-SHJ-100

4121010Y
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4315010Y

FRONT GRILLE

SCREW
(Reuse.)

FRONT EXISTING
“H” EMBLEM
(Discard.)

PIN

4315010Y

FRONT GRILLE

SCREW (reused)

FRONT GOLD
“H” EMBLEM

4315020Y

MASKING TAPE

MASKING TAPE

MASKING TAPE

EXISTING
REAR “H”
EMBLEM

EXISTING
REAR
“ODYSSEY”
EMBLEM

EXISTING REAR
“TOURING” EMBLEM

2. Remove the front grille (three clips).

4129021Y

FRONT
GRILLE

CLIP

FRONT
BUMPER

3. Remove the front “H” emblem (two screws).

4. Align the two pins from the front gold “H” emblem
with the holes in the front grille and secure the
emblem with two screws you just removed.

5. Reinstall the front grille.

Installing the Rear Gold “H”, “ODYSSEY” and
“TOURING” Emblems

6. Mark the locations of the existing “H”,
“ODYSSEY” and “TOURING” emblems by
applying masking tape along the edges as
shown.
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4315030Y

Move the string in
the direction shown.

Move the string in
the direction shown.

Move the string in
the direction shown.

REAR
“ODYSSEY”
EMBLEM

REAR
“TOURING”
EMBLEM

REAR “H”
EMBLEM

7. Remove the “H”, “ODYSSEY” and “TOURING”
emblems from the body by cutting the outer
edges with a piece of string.

8. If any original clips stayed in the body panel,
make sure you remove and discard the old clips
before attempting to install the emblems.

9. Using isopropyl alcohol on a shop towel, clean the
areas where the gold “H”, “ODYSSEY” and
“TOURING” emblems will attach.

10. Remove the adhesive backing from the gold “H”,
emblem; align the tabs on the emblem with the
holes in the tailgate. Attach the emblem to the
tailgate, and then press the emblem firmly
against the tailgate with the palm of your hand
for 30 seconds.

11. Remove the adhesive backing from the new
“ODYSSEY” emblem; align the tabs on the
emblem with the holes in the tailgate. Attach the
emblem to the tailgate, and press the emblem
firmly against the tailgate with the palm of your
hand for 30 seconds.

12. Remove the adhesive backing from the new
“TOURING” emblem; align the emblem with the
masking tape on the tailgate. Attach the emblem,
and then press the emblem firmly against the
tailgate with the palm of your hand for 30 seconds.

13. Remove the masking tape.

NOTE: After the emblem kit is installed, tell your
customer not to wash the vehicle for 24 hours to give
the adhesive time to cure.

4315041Y

ADHESIVE
BACKING

ADHESIVE
BACKING

ADHESIVE
BACKING

Clean with
isopropyl
alcohol.

Clean with
isopropyl
alcohol.

Clean with
isopropyl
alcohol.

REAR GOLD
“ODYSSEY”
EMBLEM

REAR GOLD
“TOURING” EMBLEM

REAR
GOLD “H”
EMBLEM

TAILGATE

TAB

HOLE


