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13. Position the left rear door visor on the door sash.

• First insert the bracket rearward into the door
sash. Then push the two retaining brackets
upward into the door sash molding.

Push
rearward.

Push
upward.

14. Reintall the door glass run channel to the door
sash.

15. Position the left rear door visor on the left rear
door. There should be approximately 5 mm
between the front end of the left rear door visor
and the front end of the pillar trim.
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16. Adjust the position of the left rear door visor.

• Make sure that there is no clearance between
the brackets and the door sash.
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17. While applying pressure on the left rear door visor,
carefully remove the adhesive backings.

• Check that the bracket is installed in the door
sash properly.

• Press on the two retaining brackets when
removing the adhesive backings.

• After removing the adhesive backings, hold the
left rear door visor firmly against the door sash
with the palm of your hand, particularly at the
edges.

USE AND CARE

• When the door visor is dirty, clean it with a soft
cloth dampened with water.

• When the door visor is very dirty, clean the door
visor with a neutral detergent and water. Do not use
a volatile solvent (thinner, benzine, alcohol, etc.) or
a cleaner containing abrasive material.

18. Repeat steps 1 thru 17 to install the door visors on
the right side of the vehicle.

19. Raise and lower all the windows several times to
seat the door glass run channels.

20. Check the window operation.
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